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The ��������	��������	��������	��������	  Central Station 
for Remote Monitoring of Lifts. 

 
(Monitoring of LiftAlert Outstations and Autodiallers for EN81-28) 

 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
For Technical support call 02087950333.
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How to use:  
 
This help file will assist in the understanding of the Windcrest Central Station 
which allow the monitoring of lifts to EN 81 -28. 
 
The following steps need to be taken to use the Central Station:- 
 
a) Create Database (Config Menu) 
b) Sign into admin. Default windcrest Admin Password is 123456. 
(Admin� Sign In) 
c) Add lifts (Config �  Lift Names) 
d) Connect Line Receiver and/or GSM Modem to the USB Port 
e) Configure Coms Port (Config �  Modem Settings) 
f) Open Coms Port (Coms Port) 
g)  Your system is ready to be used. 
 



 3 

Admin menu options : 
 

 
 

 
 
There is facility for Admin Sign In. Admin Sign In requires to Create new 
DataBase, Add / Edit Lift details, Change Coms Port Settings. Default 
password is 123456.  
NB : When software is installed for the first time, Database needs to be 
created first prior to Admin sign in. 
 
Once signed into Admin, it would allow user to restrict access to software 
without Administrator Login.  
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Checked boxes will be allowed to access without administrator login. 
 
Administrator Password can be changed through “Change Password” menu. 
 

 
 

  
 
Password Hint can be used to remind password. When clicked on Forgot 
Password on Administrator Login screen, Password Hint will appear. 
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Config menu options : 
 
Config->Create: 
 
The database needs to be created. Use the Config->Create Database menu 
option to create a New and Empty database.  If a database is already created 
and previously used, and the “Create database” option is selected again, a 
prompt will ask if you wish to replace the old database. A “Yes” will overwrite 
the existing database. 
 

 
 
Config->Lift Names: 
 
This option opens the “Lift Details” screen wherein which you can add / edit / 
remove lift details. 
 

 
 
After clicking on “Lift names” add, edit or remove lift details. 
 
Add Lift ID, Lift Name and other details and click on Add Lift. 
 
 
 
Config->Lift Events: 
 
This option opens the “Event Details” screen wherein which events can be 
added, edited or removed. 
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Events for both LiftAlert and EN81-28 monitoring can be added, edited or 
removed. 
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Config->Com Port Settings: 
 
This option allows the configuration of the communication connections (ie 
Com Ports) “COM Port Settings & Email Server No.” screen. 
 

 
 
 

 
 
 
� Set COM Port for Line  Receiver  (contact Windcrest for suitable Line 
Receivers) for the corresponding Port Number. 
 
�  Set COM Port for GSM Modem  by applying correspondence Port Number. 
 
NOTE: Make sure that you set the correct COM Port. To confirm the correct 
COM Port, connect your Line Receiver/GSM Modem to the USB Port on the 
pc. Then navigate to the Control Panel on the computer and then to 
Administration Tools�  Computer Management�  Device Manager. 
Check Ports (COM & LPT) there. The relevant devices which are connected 
to the USB ports will be displayed, and the associated Port Numbers. 
 
� Set the “Email Server Number”.  The Email Server Number will be required 
for sending Emails; the number can be obtained from Windcrest. 
 
Config->Database Backup & Restore: 
 
This option allows the backing up and restoration of the database. The 
database location can be specified for backing up and for restore operation. 
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 9 

Config->Manned mode: 
 

 
 
Software can be operated in Manned Mode. When software is running in 
Manned Mode, there would be an operator equipped with telephone handset 
connected to line receiver, will be answering alarm calls.  
 
Any time alarm call will be received a pop up window will come with sound on 
the computer speaker to alert the operator. 
 

 
 
To answer call, press “Answer Call” button and pick up the handset receiver. 
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To terminate call, press “End Call” button and hang up. 
 

 
 
This call will be registered in the Data Grid as “Alarm Activated” event. 
 
Sound file for the alert can be chosen. 
 

 
 



 11 

 
 
Config->Stand Alone mode: 
 
When software is used as Stand Alone mode, it will only register Test Calls 
and other faults i.e. low battery.  
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View menu options:  
 
View->Registered Lift History: 
 
This option shows the details of all the Lifts which have been added in the lift 
details i.e. available in the database along with the corresponding events. 
 

 
 
 

 
 
View->Unregistered Lift History: 
 
Shows all the event details of Lifts which does not appear in the Registered 
Lift details i.e. Lifts which are not Registered. 
 

 
 
 

 
 
 
View->Data Grid: 
 
This option shows all the events that occur one by one for all registered and 
unregistered lifts as and when the event comes. 
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NOTE: To allow the Central Station Software to receive data from the 
Outstations, COMS port must be opened by selecting Coms Port->Port Open. 
 
When the software receives and processes the data strings, the status bar 
(Bottom of the window) will show “Communication Link exists.”. 
 

 
 
 
If no data strings are received, the Central Station software checks for the 
communication with the serial port by sending commands. If the serial port 
responds, it shows “Communication Link exists.”. If no response is received 
even after three trials, the status bar shows “Communication Link Failure.”. 
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Monitor menu:  
 
Monitor option shows the status of each lift (Registered Lifts Only). The Red 
icon shows the Status which corresponds to lifts which did not report in within 
72 hours ie for the last three days. 
Orange icon indicates a problem with the autodialler 
However, the Green icon confirms the lift has no fault and has reported within 
the 72 hours as required by EN81-28 ie three days. 
Monitor screen data refreshes every 1 minute. 
 

 
 
The Lift Status can be updated by clicking the “Refresh” button. 
 
“Print Fault Log” produces a report of all lifts that have a possible fault. 
 



 15 

Coms port menu options:  
 
Coms port->Line Receiver Port Open: 
 
This option opens the serial port for receiving the data strings for processing. 
Ensure before opening the COM Port, COM Port number has to be set under 
Config->Coms Port Settings->Com Port Setting for Line Receiver. 
 

 
 
NOTE: Every time software restarts, it automatically closes Coms Port. Make 
sure that Coms Port(s) is/or opened when software restarted for 
communication. 
 
NOTE: Make sure that you set the correct COM Port. To confirm your COM 
Port, connect your Line Receiver/GSM Modem to the USB Port. Then go to 
Control Panel of the computer and then to Administration Tools� Computer 
Management� Device Manager. 
Check Ports (COM & LPT) there. A connected Line Receiver/GSM Modem to 
the USB port it will shown on the USB Serial Port and COM Port. 
 
Coms port->Line Receiver Port Close: 
 
It closes the serial port to stop processing the signals. 
 

 
 
Coms port->GSM Modem Port Open: 
 
It opens the COM port (GSM Modem) for initiating the SMS sending process. 
Before opening the GSM Modem Port, COM Port (Modem) has to be set in 
Config->Coms Port Settings->COM Port Setting for GSM Modem by checking 
the GSM Modem Port. 
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Coms Port->GSM Modem Port Close: 
 
This closes the SMS sending port and stops the GSM unit (SMS sending 
process). 
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Reports menu options:  
 
Reports->Event History: 
 
This generates a report of event history of all the                                                                                                                                              
selected lifts (Registered Lifts Only) in the specified duration. 
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Reports->Specific Event History: 
 
This Generates a report of event history of all lifts for the selected events. 
 

 
 
 

 
 
 
Reports->Fault Log: 
 
This generates a report of all faulty lifts with last called date and time. Lifts 
which haven’t reported Test Call (Event 77) will also be shown in Fault Log. 
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